
• Quickly locate buried iron or steel objects such as:
 – Valve/Curb Boxes
 – Manhole Covers
 – Cast Iron Pipes
 – Steel Enclosures

• Ergonomic rugged design includes carrying case and batteries

• Highly sensitive instrument with audio and visual feedback

•  AutoNull feature blocks out nearby metallic interference such as an automobile 
or chain link fences

MR-10 Magnetic Locator

 – Well Casings
 – Reinforced Septic Tanks
 – Survey Pins



 CATALOG 
DESCRIPTION

 WEIGHT
 NO.  (lb.) (kg.)

 53068 MR-10 Magnetic Locator with Case 1.7 0,77  
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SPECIFICATIONS
• Display .....................................Black and White LCD
• Speaker ................................Durable Mylar Speaker
• Body Material/Contruction ...Aluminum Tube with Recessed Controls
• Length ..................................39.25" (100 cm)
• Operating Temperature ........0°F to +120°F (-18°C to +49°C)
• Storage Temperature............-13°F to +140°F (-25°C to +60°C)
• IP Protection ........................IP54
• Power Supply .......................6 x AA Alkaline Batteries Included
• Weight .................................1.7 lbs. (0,77 Kg)   
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Precisely locate curb stops and other underground 
objects containing iron. 
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